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                                                    ( Emulsion  Cleaner  ) 

 

 

 

 

 

 

 

CHEMSOL 130 is a powerful emulsifiable solvent type cleaner. It is versatile 

in its usage as it can be used for degreasing by  

 

1. DIP as such or diluted at room temperature chamber. 

2. SPRAY by ordinary spray gun or in a closed chamber heated or 

unheated. 

3. BRUSH as such or diluted at room temperature. 

 

DIP APPLICATION 

Chemsol 130 alone 

 

The work may be dipped in Chemsol 130 contained an ordinary mild steel tank 

provided with compressed air agitation.  The dip time will depend upon the 

amount and type of oil, grease and soil to be removed.  Normally 5 – 10 mts 

are sufficient.  Prior brushing to soften the heavy mass with the same 

solution from the tank will assist in reducing the time. 

 

Chemsol 130 may be used undiluted or diluted, 1 part of Chemsol130 to 4 

parts of water, if the contamination to be removed is moderate to light.  

After this, the work is cold water rinsed preferably by spray.  If dip rinsing 

is used, it should be agitated.  The rinse or rinses should be continuously 

overflowed. 

 

Chemsol 130/Chemlene    

 

Chemsol 130 may be used along with, Chemlene 44, Chemlene 1D an alkaline 

cleaner to improve the efficiency of degreasing.  Normally 1:! Ratio is used.  

Normally 5-10% Chemsol 130 along with 5-10%   Chemlene 44 or Chemlene 1D 

have been found to be sufficient for cold degreasing. 
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SPRAY APPLICATION 

 

For removal of contamination from heavy vehicles such as tractors, engines, 

Chemsol 130 may be sprayed at a strength of 5-10% in water using ordinary 

paint spray gun at a low pressure of say 10-15 psi taking care that spray does 

not fall on the operator and there is adequate ventilation and draft in the 

room.  A spray cold water rinse should follow in similar manner. 

 

 

Chemsol 130 is used at 1-3% strength at a temperature of 60-70 c in spray 

chambers such as spray washing machines for engine castings or before 

spray phosphating of automobile bodies etc.  Chemsol 130 may also be used in 

conjunction with Trisodium phosphate or spray alkaline chemicals like 

Chemlene 55 (only in closed chambers and not in the open) 

 

 

 

BRUSH APPLICATION 

 

 

Chemsol 130 may be swabbed by cloth or applied by brush as such to remove 

heavy contamination or as a 10-20% solution in water.  After thorough 

cleaning, cold water rinsing should follow. 

 

 

Control & Maintenance of Dip/Spray baths 

 

Chemsol 130 where it is used with an alkaline cleaner like Chemlene 55 is 

checked for alkalinity titration as is recommended for the Chemlene 55 bath 

and is replenished in the same ratio at which the original Chemsol 130 and 

Chemlene 55 was made. 

 

Replenishment of Chemsol 130 is also done on the basis of experience in the 

respective production line. 
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HANDLING PRECAUTIONS 

 

Chemsol 130 is almost neutral and is not considered as hazardous as an 

alkaline or acidic chemical.  Any contact with skin should be cleaned with 

water.  Since Chemsol 130 concentrate contains petroleum Hydrocarbon 

(high flash) it is inflammable.  Smoking or naked flames should be prohibited 

in the vicinity where Chemsol is stored.  However Chemsol 130 solution in 

water (bath solution) is not inflammable. 

 

NOTE:  Information regarding plant equipment or materials is based on 

experience and is provided in good faith as part of Technical Service.   

Thin-Chemie will not accept any responsibility for such plant, equipment and 

materials. 

 

FURTHER INFORMATION 

 

For further information on chemical processes for pretreatment of metal 

surfaces and prevention of corrosion, apply to the following. 

 

Office            :       THIN – CHEMIE FORMULATIONS  

             59, RAJU NAGAR   
2nd STREET, CHENNAI – 600097 

   
Email  :  thinchem@yahoo.com  
   
Website  :  www.thinchemie.com  
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